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Bonded Foam 130 kg/m3

Bonded Foam is used for sound insulation and sound absorption in engine rooms also in engine 
rooms in ships, boats, yachts and industrial machines, etc.

Sound insulation and sound absorption
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All information and instructions for use og products is based on experiments, 
test and practical experience. However, they should be treated as general 
guidlines only. Local conditions and other used materials may influence end 
results. Nordisk Akustik A/S accept no responsibility for the results achieved 
when our products are used, as the conditions under which work is carried out is 
beyond our control.

Bonded Foam 130 kg/m3, 10 mm. thick,
with self-adhesive, size 1000 x 1200 mm.
Art. no. 105230

Bonded Foam 130 kg/m3, 20 mm. thick,
with self-adhesive, size 1000 x 2000 mm.
Art. no. 103550

Bonded Foam 130 kg/m3, 30 mm. thick,
with self-adhesive, size 1000 x 2000 mm.
Art. no. 104780

Bonded Foam 130 kg/m3, 50 mm. thick,
with self-adhesive, size 1000 x 2000 mm.
Art. no. 105780

Bonded Foam 130 kg/m3, 20 mm. thick,
with self-adhesive and alu topcoat
size 1000 x 2000 mm.
Art. no. 101570

Bonded Foam 130 kg/m3, 30 mm. thick,
with self-adhesive and alu topcoat
size 1000 x 2000 mm.
Art. no. 105100

Bonded Foam 130 kg/m3, 50 mm. thick,
with self-adhesive and alu topcoat
size 1000 x 2000 mm.
Art. no. 104360

Bonded Foam can also be delivered in other 
weights as 70 kg/m3, 80 kg/m3 og 100 kg/m3

Bonded Foam can also be delivered in other 
measures or after drawing.

Bonded Foam with alu foil is approved according 
to Brandnorm FVSS-302 and is tested after ASTM 
D2863-76 og ISO 4589-1984(E).

Heat and cold resistance: -40°C + 120°C

Thermal conductivity: =0,036 W/mC

Self-adhesive strength: Ca. 17N/cm

Moisture penetration foil: 0,10 gram/m3 pr. dag
i.h.t. BS 3177.

Mounting: When mounting Bonded Foam with 
self-adhesive the metal sheet must be clean and 
degreased. If Bonded Foam is used in a ceiling 
construction mechanical fastening is recommended 
at a thickness of more than 30 mm. with a weight 
of 130 kg/m3. Sealing of gaps where Bonded Foam 
insulation sheets meet can be done with alu tape.
Art. no. 102540.
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125                250               500                1000              2000             4000              8000   Hz


